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SANDSTONE

Sandstone is Kinley’s premium natural stone surface — true
sandstone, engineered to elevate rooftops and terraces.
Available in a range of natural finishes, the slabs are extremely
hardwearing and provide visually stunning results.

Sandstone is installed exactly as porcelain, including kerfed and
grooved options to resist wind uplift, prepared at source. Each
500 x 500 x 40mm slab is engineered to withstand point loads
in excess of 500kg. As a natural material, sandstone is porous
and will absorb stains unless treated. In terms of durability,
sandstone is harder wearing than limestone, while remaining
softer than granite.

AVAILABLE FINISHES

RECOMMENDED BUILD UP

Recommended build up to create a durable non-combustible
surface

*  40mm true sandstone surface finish (500 x 500 x 40mm)
+ Kerfed / grooved for wind uplift, prepared at source

* Support on the Raaft® system

+ Sandstone does not require sealing

*Custom and bespoke pieces available

Barcelona Grey Blauverde Juneda Light

Black Ocean

Juneda Ocre Juneda Standard

Find out more or request a sample

sales@kinleysystems.com

L them.
or visit kinleysystems.com
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SANDSTONE TECHNICAL DATA

PHYSICAL TEST

Petrographic description

Apparent density

Water absorption by atmospheric pressure

Flexural strength

Compressive strength

Frost resistance

Breaking load at a dowel hole 6mm
Slip resistance

Abrasion

Geometrical parameters

Appearance

STANDARD RESULT

EN 12440 Sandstone
EN 1936 2,490 kg/cm?
EN 13755 2.39%

EN 12372 7.10 MPa

EN 22185 79.6 MPa

EN 12371 Approved
EN 13364 1500 N

EN 1341 71 mm

EN 1341 26.5 mm

EN 1341 Approved
EN 1341 Homogeneous

Find out more or request a sample

’ sales@kinleysystems.com
or visit kinleysystems.com

© 2026 Kinley® Ltd. At the time of writing and publication of the sheet, all information is specified correctly. The
company reserves the right to change the specifications of this product at any time without prior notice to third
parties. Any images and diagrams used in this sheet are intended only as illustrations. No rights can be derived from
them.

Ref: DS-55-0626 Last update: October 2026



